INTRODUCTION

Many of Microchip’s RTCCs and SRAMs have a VBAT pin intended for a backup source and are able to maintain the basic functions of the chip when the main power supply is absent. For RTCCs, this allows them to maintain operation of the clock for timekeeping, and for SRAMs, to keep data retention as long as possible.

The following application note offers guidance for choosing the most suitable backup source for RTCC or SRAM-based projects and for estimating the backup time, as well as calculating maximum charging current. Accordingly, this document describes several ways to sustain clock and data in products that are susceptible to power interruptions.

COMPARISON OF BACKUP SOURCES

Several backup solutions will be compared below:
• Lithium primary batteries
• Rechargeable nickel-based batteries
• Rechargeable lithium-based batteries
• Supercapacitors

Lithium Primary Batteries

These common coin cells, types BR or CR, (e.g., CR2032) with a lithium anode and a polycarbon fluoride cathode (BR type) or a manganese dioxide cathode (CR type), work close to industrial temperature range with a low self-discharge rate of about 1% per year. Usable backup time can be very long, even exceeding ten years in some cases, depending on the application.

Some lithium primary batteries are available with solder tabs for direct soldering to a printed circuit board (PCB).

When installed with solder tabs onto PC boards, the batteries can be difficult to change. Alternatively, battery holders can be used to install the coin cells, but this would increase the cost of the project.

When lithium cells fail due to age or leakage, the PCB or surrounding circuits could be damaged. Lithium batteries are sometimes subject to transport restrictions owing to numerous examples of them being linked to explosions, however this is less restrictive when these batteries are installed in the application. As primary batteries cannot be recharged, no charging circuit is required, saving cost.

Rechargeable Nickel-Based Batteries (NiMH/NiCad)

This type of battery needs an external, relatively expensive charger which often requires monitoring the charge current and the cell temperature. Alternatively, the batteries might even be externally charged in order to avoid the increased cost of the basic application. After charging, the batteries may be installed in the application and used as non-rechargeable batteries. These cells typically have a 1.2V nominal voltage. To backup an RTCC or SRAM, two cells in series are needed to get 2.4V. Standard AA and AAA cells are popular and easy to be changed, but they need a battery holder. The cell ratings offer large capacity relative to other battery types, suggesting long use as backup, but their self-discharge rate is high and can greatly reduce practical backup time. An external charging circuit will increase the cost while the usable temperature range may not be suitable for some applications.

Since cadmium is a toxic heavy metal, NiCad batteries were gradually replaced by NiMH batteries. However, NiMH batteries have some disadvantages:
• Complex chargers (trickle charging, ΔV/Δt and ΔT/Δt)
• Self-discharge rate and battery life vary greatly with temperature (a 20°C increase in temperature could halve battery life)

After 2005, Sanyo introduced the reduced self-discharge NiMH battery, which has a 15-30% self-discharge rate/year (typical value: Panasonic = 20%/year).
Rechargeable Lithium-Based Batteries (Li-Ion/Li-Mn)

Due to their small size, these batteries may be used as backup for RTCC/SRAM functions even in very small devices. They need a charging circuit and may also need a battery holder. The capacity of rechargeable lithium-based batteries is smaller than that of lithium primary batteries, around 70 mAh in the 2032 size. The nominal voltage for a Li-Ion cell is 3.7V and the nominal voltage for Li-Mn is 3.0V. These batteries have a usable temperature range from -20°C to +60°C. Just like primary lithium batteries, rechargeable lithium-based batteries are also subject to transport restrictions.

The main advantage is that they can be recharged when the main power source is available, extending their usable lifetime to decades.

The self-discharge rate is in a reasonable range:

- Sanyo: 1.5%-2%/month
- Maxell (ML2032): 6%/200 days

Note: Keep in mind that one year of operation at +20°C is equivalent to 20 days of operation at +60°C.

Supercapacitors

Also called "supercaps" or "ultracapacitors", these products are defined by large capacitance and low-leakage currents. Supercapacitors can be used as a backup solution with advantages over lithium cells:

- The same industrial temperature range and the possibility to be soldered on the printed circuit board (PCB) without the need for a socket or battery holder
- With no questionable chemistry, fewer regulations related to transport and disposal
- A simple charging circuit, which will not dramatically increase costs
- Total energy storage quite a bit less than that of rechargeable batteries; however, in many applications the backup time of days or weeks is quite sufficient.

The leakage current of supercapacitors is reasonable enough to support backup:

- Panasonic “Gold capacitor” series has a voltage decrease of 5.5V - 3V = 2.5V in 600 hours, which equates to a leakage current of about 1 µA (C = 1F)
- Maxwell supercapacitors have a leakage current of about 6 µA
- Murata supercapacitors have a leakage current of about 10 µA

<table>
<thead>
<tr>
<th>TABLE 1: MANUFACTURERS OF BACKUP SOLUTIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Primary Lithium Batteries</strong></td>
</tr>
<tr>
<td>Panasonic CR2032 3V 220 mAh</td>
</tr>
<tr>
<td>Autec CR2032 3V 210 mAh</td>
</tr>
<tr>
<td>Duracell CR2032 3V 220 mAh</td>
</tr>
<tr>
<td>Energizer CR2032 3V 240 mAh</td>
</tr>
<tr>
<td><strong>Rechargeable Nickel Batteries</strong></td>
</tr>
<tr>
<td>Panasonic AAA 1.2V 750 mAh</td>
</tr>
<tr>
<td>Panasonic AA 1.2V 1900 mAh</td>
</tr>
<tr>
<td>Energizer AA 1.2V 2300 mAh</td>
</tr>
<tr>
<td>Duracell AA 1.2V 1950 mAh</td>
</tr>
<tr>
<td><strong>Rechargeable Lithium Batteries</strong></td>
</tr>
<tr>
<td>Hitachi-Maxell CLB2032 3.7V 70 mAh</td>
</tr>
<tr>
<td>Hitachi-Maxell ML2032 3.0V 65 mAh</td>
</tr>
<tr>
<td>Varta CP1254 3.7V 50 mAh</td>
</tr>
<tr>
<td>Varta CP1654 3.7V 100 mAh</td>
</tr>
<tr>
<td><strong>Supercapacitors</strong></td>
</tr>
<tr>
<td>Maxwell HC-Series 2.7V 1-150F</td>
</tr>
<tr>
<td>Panasonic NF-Series 5.5V 1F</td>
</tr>
<tr>
<td>HZ-Series 2.5V 3.3-10F</td>
</tr>
<tr>
<td>HW-Series 2.3V 22-70F</td>
</tr>
</tbody>
</table>

MICROCHIP’S RTCC AND SRAM BACKUP REQUIREMENTS

Microchip's RTCCs (except MCP7940M) feature a backup power supply input (VBAT) that can be used to provide power to the timekeeping circuitry, RTCC registers and SRAM, while primary power is unavailable. The RTCC will automatically switch to backup power when VCC falls below VTRIP, and switch back to VCC when primary power is above VTRIP (with some hysteresis).

The VBATEN bit must be set in software to enable the VBAT input and allow backup operation.

The following functions are maintained while operating on backup power:

- Timekeeping
- Alarms
- Alarm Output
- Digital Trimming
- RTCC Register and SRAM Contents

However, the following active features are not available while operating on backup power:

- I²C/SPI Communication
- Square-Wave Clock Output
- General Purpose Output
The main backup-related parameters of the I2C RTCC (MCP794X) are:

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>VTRIP</td>
<td>1.3V</td>
<td>1.5V</td>
<td>1.7V</td>
</tr>
<tr>
<td>VBAT</td>
<td>1.3V</td>
<td>—</td>
<td>5.5V</td>
</tr>
<tr>
<td>IBAT</td>
<td>—</td>
<td>0.925 µA</td>
<td>1.2 µA @ 3V</td>
</tr>
</tbody>
</table>

In the case of the SPI RTCC (MCP79W1X/2X), these three parameters have the following values:

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>VTRIP</td>
<td>1.3V</td>
<td>1.5V</td>
<td>1.7V</td>
</tr>
<tr>
<td>VBAT</td>
<td>1.3V</td>
<td>—</td>
<td>3.6V</td>
</tr>
<tr>
<td>IBAT</td>
<td>—</td>
<td>—</td>
<td>0.7 µA @ 1.8V</td>
</tr>
</tbody>
</table>

In accordance with the data sheet, the VBAT switchover operation is described for both SRAMs and RTCCs in Table 2.

**TABLE 2: VCC/VBAT SWITCHOVER CONDITIONS**

<table>
<thead>
<tr>
<th>Supply Condition</th>
<th>Read/Write Access</th>
<th>Powered By</th>
</tr>
</thead>
<tbody>
<tr>
<td>VCC &lt; VTRIP</td>
<td>No</td>
<td>VBAT</td>
</tr>
<tr>
<td>VCC &lt; VBAT</td>
<td></td>
<td></td>
</tr>
<tr>
<td>VCC &gt; VTRIP</td>
<td>Yes</td>
<td>VCC</td>
</tr>
<tr>
<td>VCC &gt; VTRIP</td>
<td>Yes</td>
<td>VCC</td>
</tr>
</tbody>
</table>

A low-value series resistor and diode are recommended between the external battery and the VBAT pin to reduce inrush current and also to prevent any leakage current reaching the external VBAT source. In the RTCC devices, if the VBAT feature is not used, it is recommended that the VBAT pin be connected to VSS. The VTRIP point is defined as 1.5V, typical. When VCC falls below 1.5V, the system continues to operate the RTCC and SRAM using the VBAT supply. The conditions in Table 2 apply. For more information on VBAT conditions, see “Recommended Usage of Microchip Serial RTCC Devices” Application Note (DS00001365). The battery module of 23LCVXXX has practically the same mode of operation. The 23LCVXXX features an internal switch that will maintain the SRAM data contents in the event that the VCC supply is not available; the voltage applied to the VBAT pin serves as the backup supply.

The VBAT trip voltage is the point at which the internal switch operates the device from the VBAT supply and it is typically 1.8V (parameter VTRIP). When VCC falls below the VTRIP point, the SRAM will no longer communicate, but it will continue to maintain the SRAM data contents. The conditions in Table 2 apply. The data sheet parameters below (for 23LCVXXX) are used for the calculations:

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>VTRIP</td>
<td>1.3V</td>
<td>1.5V</td>
<td>1.7V</td>
</tr>
<tr>
<td>VBAT</td>
<td>1.3V</td>
<td>—</td>
<td>3.6V</td>
</tr>
<tr>
<td>IBAT</td>
<td>—</td>
<td>—</td>
<td>0.7 µA @ 1.8V</td>
</tr>
</tbody>
</table>

**CALCULATION OF THE BACKUP TIME FOR PRIMARY BATTERIES**

**EQUATION 1: BATTERY BACKUP TIME**

\[
IBAT = \frac{C}{IBAT + ILK}
\]

Where:

- \( IBAT \) = backup time in hours
- \( C \) = capacity of battery in amperes-hour
- \( IBAT \) = backup current in amperes
- \( ILK \) = leakage current in amperes

**CALCULATION OF THE LEAKAGE CURRENT FOR BATTERIES**

Many battery manufacturers offer in data sheets the self-discharge rate and not the leakage current of these backup solutions. The relation between these two parameters is indicated in Equation 2:

**EQUATION 2: LEAKAGE CURRENT**

\[
ILK = SDR \times \frac{C}{\Delta t}
\]

Where:

- \( ILK \) = leakage current in amperes
- \( SDR \) = self-discharge rate
- \( C \) = capacity of battery in amperes-hour
- \( \Delta t \) = reference time interval
Since for primary lithium batteries SDR ~ 1%/year,

If:

\[ C = 220 \text{ mAh} \]

then

\[ I_{LK} = 2.2 \text{ mAh}/8760h = 2200 \mu\text{Ah}/8760h \approx 0.25 \mu\text{A} \]

Accordingly, the backup time would be:

\[ 220 \text{ mAh}/1.25 \mu\text{A} = 220,000/1.25h = 176,000h, \]

which is 7333 days, or around 20 years (IBAT \approx 1 \mu\text{A}).

Typical rechargeable batteries such as NiMH and NiCad have a higher capacity, but due to their larger size compared to the other backup options, they are not suitable for basic backup for the very low currents needed in RTCCs and SRAMs. These batteries are better suited for stand-alone and high-consumption applications, such as digital cameras and video recorders.

CALCULATION OF THE BACKUP TIME FOR RECHARGEABLE BATTERIES (COIN CELLS – LI-ION/LI-MN)

Li-Ion or Li-Mn coin cells from Hitachi-Maxell (CLB2032, ML2032) have a capacity of about 70 mAh (Example 1). Note that this is one-third the rated capacity compared to primary lithium coin cells CR2032 (Autec or Panasonic).

EXAMPLE 1: ML2032 HIGHLIGHTS

\[ \text{SDR} \approx 6%/200\text{days} = 0.06/4800h \text{ at a capacity of} \]

\[ 65 \text{ mAh} \]

\[ I_{LK} = 0.06\times65,000 \mu\text{Ah}/4800h \approx 0.8 \mu\text{A} \]

ML2032 can be used as a power supply for different products, as indicated in Example 2.

EXAMPLE 2: CALCULATION OF BACKUP TIME USING ML2032

\[ I = IBAT + I_{LK} \]

If:

\[ I_{LK} = 0.8 \mu\text{A} \]

then

I^2C RTCC (MCP7941X)

\[ IBAT \text{ (typical)} = 0.925 \mu\text{A} \]

Backup Time = 65,000 \muAh/1.725 \muA, which means 37,680 hours \approx 1570 days, or about 4.3 years.

SPI RTCC (MCP795W1X/2X)

\[ IBAT \text{ max} = 0.7 \mu\text{A} \]

Backup Time = 43,333h = 1805 days, or about 4.9 years.

SRAM (23LCV1024)

\[ IBAT \text{ (typical)} = 1 \mu\text{A} \]

Backup Time = 36,111h = 1504 days, or about 4.12 years.

COMMENTS ON SUPERCAPACITOR CHARGING CIRCUIT

The schematic for charging the supercapacitor is presented in Figure 1.
Keep in mind that many supercapacitors are limited to a maximum of 2.7V. In Example 3, VCC is at 3.3V, which would require a diode with a 0.6V forward voltage to avoid exceeding the typical 2.7V limit. This prevents the use of some diode types, such as Schottky. However, if a supercapacitor with a higher voltage rating is used or if a lower VCC voltage is used, then potentially a Schottky diode can be utilized. This would allow the supercapacitor to be charged closer to VCC, allowing for more efficient operation.

EXAMPLE 3: TYPICAL VALUES OF SUPERCAPACITOR CHARGING CIRCUIT

<table>
<thead>
<tr>
<th>VCC</th>
<th>3.3V</th>
</tr>
</thead>
<tbody>
<tr>
<td>VDIODE</td>
<td>0.6V</td>
</tr>
<tr>
<td>R</td>
<td>270Ω</td>
</tr>
<tr>
<td>C</td>
<td>[1 – 10]F</td>
</tr>
</tbody>
</table>

CALCULATION OF THE CHARGING TIME FOR SUPERCAPACITORS

The charging time for supercapacitors can be significant, and should be taken into account. It can be calculated as shown in Equations 3 to 7.

EQUATION 3:

\[ V_{SC} = V_{CC} \times \left[ 1 - \exp \left( \frac{-t}{RC} \right) \right] \]

Where:

\[ R = 270 \text{ ohms} \]
\[ C = 1 \text{F} \]

EQUATION 4:

\[ 1 - \exp \left( \frac{-t}{RC} \right) = \frac{V_{SC}}{V_{CC}} \]

EQUATION 5:

\[ \exp \left( \frac{-t}{RC} \right) = 1 - \frac{V_{SC}}{V_{CC}} \]

EQUATION 6:

\[ \frac{-t}{RC} = \ln \left( 1 - \frac{V_{SC}}{V_{CC}} \right) \]

EQUATION 7:

\[ t = (-RC) \times \ln \left( 1 - \frac{V_{SC}}{V_{CC}} \right) \]

Considering that the usual charging ratio is 90%, as indicated in Equation 8, the charging time in this example for a 1F supercapacitor is greater than 10 minutes (Example 4).

EQUATION 8: SUPERCAPACITOR CHARGING RATIO

\[ \frac{V_{SC \_CHG}}{V_{CC}} = 90\% \]

EXAMPLE 4: ILLUSTRATION OF SUPERCAPACITOR CHARGING TIME

\[ t_{CHG} = (-RC) \times \ln(0.1) = (-270 \text{ ohms} \times 1 \text{F}) \times (-2.3) = 270 \text{sec} \times 2.3 = 621 \text{ sec} > 10 \text{ minutes} \]

The charging current will be at its maximum when the supercapacitor is fully discharged.

Thus:

\[ I_{\text{max}} = (V_{CC} - V_{DIODE})/R = 2.7V/270\Omega = 10 \text{ mA} \]
CALCULATION OF THE BACKUP TIME FOR SUPERCAPACITORS

When calculating the backup time, the formula in Equation 9 must be taken into account:

**EQUATION 9: SUPERCAPACITOR VOLTAGE AND CURRENT**

\[ I = C \times \frac{\Delta V}{\Delta t} \]

Where:
- \( I \) = current in amperes
- \( C \) = capacitance in farads
- \( \Delta V \) = voltage difference in volts
- \( \Delta t \) = time difference in seconds

CALCULATION OF THE LEAKAGE CURRENT FOR SUPERCAPACITORS

Sometimes, supercapacitor data sheets do not offer directly the value of the leakage current. Instead, they give the variation of the voltage in a determined period of time (Equation 9).

A good example in this respect is the “Gold capacitors” series of Panasonic (Example 5).

**EXAMPLE 5: LEAKAGE CURRENT FOR GOLD CAPACITORS**

If:
\[ \Delta V = 5.5V - 3V = 2.5V \text{ in 600 hours, or} \]
\[ 2,160,000 \text{ seconds (} C = 1F) \]
then
\[ I_{LK} = 1.15 \mu A \]

For other manufacturers, the value of the leakage current can be found in corresponding data sheets:
- Maxwell: 6 \( \mu A \)
- Murata: 10 \( \mu A \)

If the terms in Equation 9 are rearranged, a new relation is obtained (Equation 10).

**EQUATION 10: BACKUP TIME FOR SUPERCAPACITORS**

\[ t_{BAT} = C \times \frac{V_0 - V_F}{I} \]

Where:
- \( t_{BAT} \) = backup time (seconds)
- \( C \) = capacitance (farads)
- \( V_0 \) = initial capacitor voltage
- \( V_F \) = final capacitor voltage (VBATMIN)
- \( I_{BAT} \) = backup current (IBAT)
- \( I_{LK} \) = leakage current (amperes)
- \( I = I_{BAT} + I_{LK} \)

To calculate the backup time as indicated in Equation 10, keep in mind that \( \Delta V \) is the supercapacitor discharge between \( V_0 \) and \( V_F \), and that after backup time, \( V_F \) will reach the minimum acceptable value (VBATMIN).

**EQUATION 11: ILLUSTRATION OF BACKUP TIME CALCULATION FOR SUPERCAPACITORS**

\[ t_{BU} = 1F \times \frac{1.4V}{2.15 \mu A} \]

Where:
- \( I_{BAT} \approx 1 \mu A \)
- \( I_{LK} = 1.15 \mu A \)
- \( C = 1F \)
- \( V_0 \approx 2.7V \) (VCC - VDIODE)
- \( V_F = 1.3V \) (VBATMIN)
- \( I = 2.15 \mu A \)

Then
\[ t_{BAT} \approx 650,000 \text{ seconds, about 180 hours, or about 7.5 days} \]

A higher value for the supercapacitor will increase the backup time proportionally. However, keep in mind that higher-valued supercapacitors typically have lower operating voltages.
CONCLUSION

This application note addresses the most common questions about how to use the backup capabilities of Microchip’s RTCC and SRAM devices:

• What are the common backup solutions for RTCCs and SRAMs?
• Which factors determine the most suitable variant?

The application note also highlights a few batteries and supercapacitors of different manufacturers.

Finally, examples are provided to calculate the approximate backup time for each solution.
APPENDIX A: REVISION HISTORY

Revision A (December 2015)
Initial release of this document.
Note the following details of the code protection feature on Microchip devices:

- Microchip products meet the specification contained in their particular Microchip Data Sheet.
- Microchip believes that its family of products is one of the most secure families of its kind on the market today, when used in the intended manner and under normal conditions.
- There are dishonest and possibly illegal methods used to breach the code protection feature. All of these methods, to our knowledge, require using the Microchip products in a manner outside the operating specifications contained in Microchip’s Data Sheets. Most likely, the person doing so is engaged in theft of intellectual property.
- Neither Microchip nor any other semiconductor manufacturer can guarantee the security of their code. Code protection does not mean that we are guaranteeing the product as “unbreakable.”

Code protection is constantly evolving. We at Microchip are committed to continuously improving the code protection features of our products. Attempts to break Microchip’s code protection feature may be a violation of the Digital Millennium Copyright Act. If such acts allow unauthorized access to your software or other copyrighted work, you may have a right to sue for relief under that Act.

Information contained in this publication regarding device applications and the like is provided only for your convenience and may be superseded by updates. It is your responsibility to ensure that your application meets with your specifications. Microchip makes no representations or warranties of any kind, whether express or implied, written or oral, statutory or otherwise, related to the information, including but not limited to its condition, quality, performance, merchantability or fitness for purpose. Microchip disclaims all liability arising from this information and its use. Use of Microchip devices in life support and/or safety applications is entirely at the buyer’s risk, and the buyer agrees to defend, indemnify and hold harmless Microchip from any and all damages, claims, suits, or expenses resulting from such use. No licenses are conveyed, implicitly or otherwise, under any Microchip intellectual property rights unless otherwise stated.

Trademarks
The Microchip name and logo, the Microchip logo, dsPIC, FlashFlex, flexPWR, JukeBlox, KEELOG, KEELOG logo, Kleer, LANCheck, MediaLB, MOST, MOST logo, MPLAB, OptoLyzer, PIC, PICSTART, PIC® logo, RightTouch, SpyNIC, SST, SST Logo, SuperFlash and UNI/O are registered trademarks of Microchip Technology Incorporated in the U.S.A. and other countries.
The Embedded Control Solutions Company and mTouch are registered trademarks of Microchip Technology Incorporated in the U.S.A.
Analog-for-the-Digital Age, BodyCom, chipKIT, chipKIT logo, CodeGuard, dsPICDEM, dsPICDEM.net, ECAN, In-Circuit Serial Programming, ICSP, Inter-Chip Connectivity, KleerNet, KleerNet logo, MiWi, motorBench, MPASM, MPF, MPLAB Certified logo, MPLIB, MPLINK, MultiTRAK, NetDetach, Omniscent Code Generation, PICDEM, PICDEM.net, PICkit, PICtail, RightTouch logo, REAL ICE, SOI, Serial Quad I/O, Total Endurance, TSHARC, USBCheck, VanSensce, ViewSpan, WiperLock, Wireless DNA, and ZENA are trademarks of Microchip Technology Incorporated in the U.S.A. and other countries.
SQTP is a service mark of Microchip Technology Incorporated in the U.S.A.
Silicon Storage Technology is a registered trademark of Microchip Technology Inc. in other countries.
GestiC is a registered trademark of Microchip Technology Germany II GmbH & Co. KG, a subsidiary of Microchip Technology Inc., in other countries.
All other trademarks mentioned herein are property of their respective companies.

© 2015, Microchip Technology Incorporated, Printed in the U.S.A., All Rights Reserved.
ISBN: 978-1-5224-0049-3

QUALITY MANAGEMENT SYSTEM CERTIFIED BY DNV
ISO/TS 16949
## Worldwide Sales and Service

### AMERICAS
- **Corporate Office**
  - 2355 West Chandler Blvd.
  - Chandler, AZ 85224-6199
  - Tel: 480-792-7200
  - Fax: 480-792-7277
  - Technical Support: [http://www.microchip.com/support](http://www.microchip.com/support)
  - Web Address: [www.microchip.com](http://www.microchip.com)

- **Atlanta**
  - Duluth, GA
  - Tel: 678-957-9614
  - Fax: 678-957-1455

- **Austin, TX**
  - Tel: 512-257-3370

- **Boston**
  - Westborough, MA
  - Tel: 774-760-0087
  - Fax: 774-760-0088

- **Chicago**
  - Itasca, IL
  - Tel: 630-285-0071
  - Fax: 630-285-0075

- **Cleveland**
  - Independence, OH
  - Tel: 216-447-0464
  - Fax: 216-447-0643

- **Dallas**
  - Addison, TX
  - Tel: 972-818-7423
  - Fax: 972-818-2924

- **Detroit**
  - Novi, MI
  - Tel: 248-848-4000

- **Houston, TX**
  - Tel: 281-894-5983

- **Indianapolis**
  - Noblesville, IN
  - Tel: 317-773-8323
  - Fax: 317-773-5453

- **Los Angeles**
  - Mission Viejo, CA
  - Tel: 949-462-9523
  - Fax: 949-462-9608

- **New York, NY**
  - Tel: 631-435-6000

- **San Jose, CA**
  - Tel: 408-735-9110

- **Canada - Toronto**
  - Tel: 905-673-0699
  - Fax: 905-673-6509

### ASIA/PACIFIC
- **Asia Pacific Office**
  - Suites 3707-14, 37th Floor
  - Tower 6, The Gateway Harbour City, Kowloon

- **Hong Kong**
  - Tel: 852-2943-5100
  - Fax: 852-2401-3431

- **Australia - Sydney**
  - Tel: 61-2-9868-6733
  - Fax: 61-2-9868-6755

- **China - Beijing**
  - Tel: 86-10-8569-7000
  - Fax: 86-10-8528-2104

- **China - Chengdu**
  - Tel: 86-28-8665-5511
  - Fax: 86-28-8665-7889

- **China - Chongqing**
  - Tel: 86-23-8960-9588
  - Fax: 86-23-8960-9500

- **China - Dongguan**
  - Tel: 86-769-8702-9880

- **China - Hangzhou**
  - Tel: 86-571-8792-8115
  - Fax: 86-571-8792-8116

- **China - Hong Kong SAR**
  - Tel: 852-2943-5100
  - Fax: 852-2401-3431

- **China - Nanjing**
  - Tel: 86-25-8473-2460
  - Fax: 86-25-8473-2470

- **China - Qingdao**
  - Tel: 86-532-8502-7355
  - Fax: 86-532-8502-7205

- **China - Shanghai**
  - Tel: 86-21-5407-5533
  - Fax: 86-21-5407-5066

- **China - Shenyang**
  - Tel: 86-24-2334-2829
  - Fax: 86-24-2334-2393

- **China - Shenzhen**
  - Tel: 86-755-8864-2200
  - Fax: 86-755-8203-1760

- **China - Wuhan**
  - Tel: 86-27-5980-5300
  - Fax: 86-27-5980-5118

- **China - Xian**
  - Tel: 86-29-8833-7252
  - Fax: 86-29-8833-7256

### ASIA/PACIFIC
- **China - Xiamen**
  - Tel: 86-592-2388138
  - Fax: 86-592-2388130

- **China - Zhuhai**
  - Tel: 86-756-3210040
  - Fax: 86-756-3210049

- **India - Bangalore**
  - Tel: 91-80-3090-4444
  - Fax: 91-80-3090-4432

- **India - New Delhi**
  - Tel: 91-11-4160-8631
  - Fax: 91-11-4160-8632

- **India - Pune**
  - Tel: 91-20-3019-1500

- **Japan - Osaka**
  - Tel: 81-6-6152-7160
  - Fax: 81-6-6152-9310

- **Japan - Tokyo**
  - Tel: 81-3-6880-3770
  - Fax: 81-3-6880-3771

- **Korea - Daegu**
  - Tel: 82-53-744-4301
  - Fax: 82-53-744-4302

- **Korea - Seoul**
  - Tel: 82-2-554-7200
  - Fax: 82-2-558-5932 or 82-2-558-5934

- **Malaysia - Kuala Lumpur**
  - Tel: 60-3-6201-9857
  - Fax: 60-3-6201-9859

- **Malaysia - Penang**
  - Tel: 60-4-227-8870
  - Fax: 60-4-227-4068

- **Philippines - Manila**
  - Tel: 63-2-634-9065
  - Fax: 63-2-634-9069

### EUROPE
- **Austria - Wels**
  - Tel: 43-7242-2244-39
  - Fax: 43-7242-2244-33

- **Denmark - Copenhagen**
  - Tel: 45-4450-2828
  - Fax: 45-4485-2829

- **France - Paris**
  - Tel: 33-1-69-53-63-20
  - Fax: 33-1-69-30-90-79

- **Germany - Dusseldorf**
  - Tel: 49-2129-3766400

- **Germany - Karlsruhe**
  - Tel: 49-721-625370

- **Germany - Munich**
  - Tel: 49-89-627-144-0
  - Fax: 49-89-627-144-44

- **Italy - Milan**
  - Tel: 39-0331-742611
  - Fax: 39-0331-466781

- **Italy - Venice**
  - Tel: 39-049-7625286

- **Netherlands - Drunen**
  - Tel: 31-416-690399
  - Fax: 31-416-690340

- **Poland - Warsaw**
  - Tel: 48-22-3325737

- **Spain - Madrid**
  - Tel: 34-91-708-08-90
  - Fax: 34-91-708-08-91

- **Sweden - Stockholm**
  - Tel: 46-8-5090-4654

- **UK - Wokingham**
  - Tel: 44-118-921-5800
  - Fax: 44-118-921-5820

---

07/14/15